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Abstract— The DC microgrids are desired to provide the 
electricity for the remote areas which are far from the main 
grid. The microgrid gets popularity because DC power 
source such as photovoltaic (PV), battery bank and fuel cell 
can be interconnected without AC/DC converters. The 
stochastic nature of PV power and variation in the demand 
are responsible for voltage fluctuations in the DC 
microgrids. The voltage stability is a most important issue 
in case of DC microgrids. The challenging thing is to 
maintain the microgrid voltage upto a reference value for 
the variable load. This paper focuses on the designing a 
controller to obtain the voltage stability of microgrid.  
The two controllers (PI and fuzzy logic PI (FL-PI)) are 
designed to the voltage stability analysis of DC microgrid. 
Real-time simulation results show that upon appropriate 
choice of controller parameters, the DC microgrid voltage 
can be kept constant regardless of wide range of voltage 
variations of the source and load. The simulation results 
show the comparison of two controllers. The FL-PI 
controller shows much better performance than the 
conventional PI controller for the DC grid voltage control. 
With the inclusion of the proposed controllers the 
controlled voltage will obtained, whatever may be the load 
and its variation. 
 
Index Terms— Microgrids, PI and fizzy-PI controller, voltage 
stability, photovoltaic, linear, nonlinear.  
 
NOMENCLATURE 
Vg_ref    Reference microgrid voltage (volts) 
Vg_m Measured microgrid voltage (volts) 
PDC Total DC power (kW) 
Ppv(j)  The power from the PV panel (kW) of 𝑗𝑗𝑡𝑡ℎ home 
Pbb(j) The power from the BB (kW) of 𝑗𝑗𝑡𝑡ℎ home 
Ppv_ref  The maximum power obtained from PV (kW)  
idc_ref  Capacitor current  
iL Choke current 
is The public utility current  
ibb The battery current  
ipv The PV current 
Vest_pv The estimated PV voltage 
Pest_pv The estimated PV power  
iest_pv  The estimated PV current  
Vdc_ref The controlled microgrid voltage 
Pdc_ref The controlled power 









Radiance from sun 
The solar panel area  
The solar panel yield 
The performance parameter of solar panel 
Standard deviation  
The different time instants of a day  
The simulated volatge at time instant t 
The mean of the simulated instant volatges 
I. INTRODUCTION 
 In order to ensure the stability of a DC system, the power 
flow within the DC microgrid must be balanced at all times to 
ensure the DC voltage to be maintained. As renewable 
generations, such as wind and photovoltaic power, are obliged 
to follow the meteorological conditions [1-2], and local loads 
usually operate on their own merits, the other controllable 
sources, e.g., energy storage, network connected converters 
etc., must accommodate their variable demands to balance the 
power. 
 There is a need of controlling some parameters to make a 
power supply balance between the sources and loads. Some 
studies have been carried out in the area of controlling the DC 
microgrid voltage [3]. However most of them are related to the 
droop concept to regulate the grid voltage [4-5]. In a DC system 
the grid voltage is get affected when there is a change in the 
load from the consumer side. During the switch ON/OFF the 
appliance, the load current gets changed and the voltage 
become unstable from its reference or desired value. Therefore, 
there is need of good method for the voltage control of DC 
microgrid.  
Some controlling schemes for the line currents compensation 
are given in literature using the conventional controllers [6-9]. 
Generally PI controllers are used for the DC voltage controlling 
[10]. These controllers require accurate and difficult to obtained 
mathematical models. Due to functional and structure 
simplicity PI controllers are used most in industrial applications 
[11]. For the first and second order system the PI controller may 
give good performance by tuning the parameters but for higher 
systems the tuning become difficult. The performances of the 
controllers like PI and PID controllers are affected by the 
operating conditions of any system means there performances 
are disturbed by the parameter variations, nonlinearity and load 
side changes [11].  On the other hand the controllers those are 
designed by fuzzy logic showing the many advantages over the 
conventional controllers. Fuzzy control requires the expert 
knowledge and experience and decision making. 
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 The power from PV generators should be controlled to get 
the uninterrupted grid services. In [12] a pulse width 
modulation voltage source inverter (PWM-VSI) has been 
connected between a DC source, which is supplied from a 
photovoltaic (PV) array and the AC grid to control the DC-AC 
converter which is connected to the grid. In [13] reactive power 
compensation has been provided to improve the utilization 
factor of the system during night time also. The solution for 
uninterrupted power supply is given by the integration storage 
device like battery bank (BB) with the renewable sources so to 
fulfill the extra demand or to store the excess power generated 
to use it as backup at the demand time [14-15]. The coordination 
of power generating sources and storage devices is must to 
fulfill the demand without interruption. The power balancing 
and control of storage units also required. In [16] the utilization 
of the supercapcitors and lead-acid batteries has been done by 
interconnected them in a DC-coupled structure. The objective 
of this system is to supply prescribed reactive and active power 
to the grid. A coordinated use of storage units must be designed 
within the available renewable resource in order to satisfy the 
power requirements. The power sharing between different 
energy devices may leads to a smooth grid voltage as the power 
fluctuations get balanced. In [17] a control system based on 
energy management has been discussed which is responsible 
for the coordination among different sources. The system was 
designed for the wind generator. While in [18] superconductors 
are utilizing on the DC bus with the incorporation of UPS 
properties to supply the large loads. Sometimes a voltage droop 
based power sharing techniques are used for the smooth grid 
power flow as discussed in [19-20]. The system should be 
designed such that it is robust to the power variations. On the 
other hand a coordinated scheme has been proposed in [21] for 
the control in the data centers. 
All the previous control is not adoptable for the complete DC 
microgrid with uninterrupted power supply. Proposed scheme 
in this paper is showing its superiority in terms of its efficiency. 
Here the objective is to keep the DC microgrid voltage at the 
reference DC level (i.e. at 124V here). There is a change in the 
power and load due to demand variations. This change creates 
fluctuations in the grid voltage level. So there is need of a 
controller. In this paper, the coordination of the BB with the PV 
and grid is also discussed. A PI controller is designed for the 
DC microgrid voltage control. Mean while a fuzzy-PI controller 
also designed which is taking the advantage of PI experiences 
and fuzzy knowledge. After that, both controllers are compared 
based on the performance parameters. This paper presents a 
system design of DC microgrid voltage control. The DC 
microgrid voltage controllers (PI and Fuzzy PI) are used to 
maintain a DC microgrid voltage at a constant value.  
 Next sections for the paper are as follows. In section II 
there is a description of proposed microgrid system having 
multiple power sources. In section III formulation and modeling 
of DC voltage control has been discussed. Section IV is 
showing the simulation results obtained from both the 
controllers and their comparison. Finally section V concludes 
the paper. 
II. SYSTEM CONFIGURATION 
 The general layout of the proposed DC microgrid system is 
shown in Fig. 1. The DC bus of the microgrid is connected to 
the public utility (PU) via AC-DC converter. The microgrid of 
n-homes connected with the main grid via capacitor (C), which 
helps in balancing the grid current (is). The DC microgrid is 
consists of n-number of homes (home-1, home-2, home-
3,..,home-n). Each home has a battery bank (BB) and PV plant 
(captive power). The BB and PV plants are interfaced to the DC 
bus of microgrid via DC-DC converters. On the other hand the 
capacitors (C1, C2, C3….Cn) connected to every PV panel to 
control the maximum PV current (ipv_ref). The BB stores the 
energy for future use, when the PV plant produces the higher 
power than the demand of the home. The BB feed the energy 
back to the microgrid when the demand of the home is higher 
than the PV power production. In this way BBs help to reduce 
the power in unbalancing in the DC bus. The reference voltage 
(𝑉𝑉𝑔𝑔_𝑟𝑟𝑟𝑟𝑟𝑟) which has to be maintained is set to be according to US 
standard at 124 V. The DC microgrid measured voltage (𝑉𝑉𝑔𝑔_𝑚𝑚) 
is monitored by a voltage sensor mounted on the DC-bus. The 
first stage power balancing is done by the power sharing from 
BB and associated controllers manage this task. If the power 
disturbance is higher and BBs controllers are not able to balance 
it then the second stage power controlling is done by PU and 
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Fig. 1.  DC Microgrid Layout for Grid Voltage Control 
 
III. CONTROL ALGORITHM  
Total DC power (PDC) is the sum of all connected sources 
including storage sources to the respective DC bus. In the 
proposed configuration there are n-number of homes in the 
microgrid having n-number of PVs and n-number of BBs. 
During PU outage, the total power at the DC bus is given by a 
maximum power point tracking (MPPT) algorithm according to 
the “power algorithm” level [22]: 





P P j P j
= =
= ±∑ ∑             (1) 
where, 𝑃𝑃𝑝𝑝𝑝𝑝(𝑗𝑗) and 𝑃𝑃𝑏𝑏𝑏𝑏(𝑗𝑗) are the power from the PV panel and 
BB of 𝑗𝑗𝑡𝑡ℎ  home respectively.   
 During the night hours the PV generation is become zero and 
PV act as an outage sources and if the PU is also acts as outage 
power source then the BBs will balance the total demand of the 
microgrid. When the BB is fully charged, the voltage is 
following the maximum power (𝑃𝑃𝑝𝑝𝑝𝑝−𝑟𝑟𝑟𝑟𝑟𝑟), but decreases during 
the off-PV hours. The BB charging may need to be charge at 
the time when voltage is below the maximum power point of 
the PV panel. The current and voltage relation of PV cell is non-
linear. The maximum power can be obtained from the PV plant 
by matching the internal impedance of PV plant and load. It can 
be achieved by applying maximum power point tracking 
(MPPT). The above discussed problem can be resolved by 
applying MPPT for PV. The flow chart describes the MPPT for 
PV. Every time there is a check for voltage and current. The 
difference of instant powers is going to check and accordingly 
the voltage is to be change (increase or decrease). To achieve 
the DC bus voltage close to the reference voltage, PI or FL-PI 
controller [23] have to set the capacitor current (𝑖𝑖𝑑𝑑𝑑𝑑_𝑟𝑟𝑟𝑟𝑟𝑟) in a 
closed loop manner. The PV voltage (𝑉𝑉𝑝𝑝𝑝𝑝) is controlled to set 
the maximum PV power reference (𝑃𝑃𝑝𝑝𝑝𝑝_𝑟𝑟𝑟𝑟𝑟𝑟), which is 
calculated by current controllers used to control the choke 
current (𝑖𝑖𝐿𝐿), the PU currents (𝑖𝑖𝑠𝑠), and the BB current (𝑖𝑖𝑏𝑏𝑏𝑏).  
Almost all the demand is fulfilled by the PV panels 
connected in the microgrid specially if there is no grid available. 
The PV power obtained from of the proposed system is 
expressed as: 
1 1




P j V j i j
= =
=∑ ∑             (2) 
where, 𝑖𝑖𝑝𝑝𝑝𝑝 is the PV current, the PV plant output power of the 
𝑗𝑗𝑡𝑡ℎ home is the product of the voltage and current of PV plant.  
The total PV power feed to the microgrid is the algebraic sum 
of power of PV plants of n-homes.   
 The total power sharing of BBs with the microgrid is the 
addition of power sharing with the all BBs of n-homes and can 
be expressed as:  





P j V j i j
= =


















Fig. 2.  Flow chart MPPT for maximum PV voltage
 
If the BB is not fully charged, the surplus power of the PV 
plants may be used for charging the BBs. Moreover if the 
demand is higher than the PV generations and PU is act as an 
outage power source the BBs will supply the surplus demand of 
the microgrid.   
To get the maximum power production from the PV plant, 
the PV current has to be controlled by the controller (PI/FL-PI) 
near to its reference value (𝑖𝑖𝑝𝑝𝑝𝑝_𝑟𝑟𝑟𝑟𝑟𝑟) and the control equation is 
expressed as: 











=∑ ∑             (4) 
where, 𝑉𝑉𝑟𝑟𝑠𝑠𝑡𝑡_𝑝𝑝𝑝𝑝  is the estimated voltage of PV. The current is 
controlled with the capacitor value.  
  So, the estimated power (𝑃𝑃𝑟𝑟𝑠𝑠𝑡𝑡_𝑝𝑝𝑝𝑝), can be obtained from the 
estimated PV current (𝑖𝑖𝑟𝑟𝑠𝑠𝑡𝑡_𝑝𝑝𝑝𝑝), and estimated voltage of PV can 
be expressed as: 
( ) ( ) ( )_ _ _
1 1
n n
est pv est pv est pv
j j
P j i j V j
= =
=∑ ∑          (5) 
 Likely, the estimated BB power (𝑃𝑃𝑟𝑟𝑠𝑠𝑡𝑡_𝑏𝑏𝑏𝑏), can be obtained 
from the estimated BB current (𝑖𝑖𝑟𝑟𝑠𝑠𝑡𝑡_𝑏𝑏𝑏𝑏), and estimated voltage 
of BB (𝑉𝑉𝑟𝑟𝑠𝑠𝑡𝑡_𝑏𝑏𝑏𝑏), can be expressed as: 
( ) ( ) ( )_ _ _
1 1
n n
est bb est bb est bb
j j
P j i j V j
= =
=∑ ∑          (6) 
Now recalling the eq. (1), the controlled DC microgrid power 
(𝑃𝑃𝑑𝑑𝑑𝑑_𝑟𝑟𝑟𝑟𝑟𝑟), for controlled voltage can be obtained as in eq. (7)  
( ) ( )_ _ _
1 1
n n
dc ref est pv est bb
j j
P P j P j
= =
= ±∑ ∑
         
(7) 
Here the meaning of positive sign is for when BB is 
delivering power to the load or it is going to discharge. The 
negative sign is for battery charging with the PV power. So a 
factor of charging battery is the power available from PV. 
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The controlled DC microgrid voltage (𝑉𝑉𝑑𝑑𝑑𝑑_𝑟𝑟𝑟𝑟𝑟𝑟), is obtained 
from controlled power (𝑃𝑃𝑑𝑑𝑑𝑑_𝑟𝑟𝑟𝑟𝑟𝑟) and from capacitor controlled 










=                  (8) 
As the controlled voltage is obtained it is continuously going 
to maintain the grid power with the current changing by linear 
controllers placed in the microgrid and the controlled power is 
going to maintain the grid voltage.  
IV.  SIMULATION RESULTS 
The control of DC microgrid voltage is verified by the 
simulation results obtained in MALAB m-file environment. 
The performance of the voltage controllers are tested for the 
complete typical day with varying load conditions at different 
time instants.  Results obtained from both the controllers viz. PI 
controller and FL-PI controller are shown in the following 
analysis. Let’s consider that microgrid consists of four homes 
with PV captive power plant and PU. There is a PV plant of 5 
kW, 4.5 kW, 4.75 kw and 6.5 kW installed in home-1, home-2, 
home-3 and home-4 respectively. The maximum demands of 
home-1, home-2, home-3 and home-4 are 10.32 kW, 10.88 kW, 
10.13 kW and 6.49 kW respectively. 
 
Fig. 3. Consumed power from different sources in a complete day 
 
The power sharing of PV, PU and BB with DC microgrid 
including with the total demand connected to the modeled 
system is shown in Fig. 3. Here it is visible that the most of the 
power requirement is fulfilled by PV and PU.  At the time 
instants when the PV power is higher than the demand then the 
surplus power is used to charge the BB. During 9:15-14:30hrs, 
the BB power is negative it means the BB is charging. During 
14:30-16:40hrs time interval BB power is positive, it means BB 
is in discharging mode and supply the load with the PV and PU 
power curve remains at the zero level. Power available from PV 
(𝑃𝑃𝑝𝑝𝑝𝑝) is the function of available radiation (ħ) from sun as: 
( ), , ,pvP f A r= ϒ                 (9) 
where, 𝐴𝐴 is the solar panel area, 𝑟𝑟 is the solar panel yield, and 
(�) is the performance parameter of solar panel.  
Further, during the 0:00-2:50hrs and 18:40-23:59hrs, the PV 
acts as outage power source and demand is higher than the BB 
load carry capacity so the BB feed the rated power and the 
surplus load is supplied by the PU. During 08:15-9:30hrs, the 
BB acts as outage source and PV power is smaller than the 
demand so the surplus power is balanced by the PU.   
 




Fig. 5. PI controlled power corresponding to change in voltage 
 
The controlled DC microgrid voltage and related power with 
PI controller during the complete day is shown in Fig. 4 and 
Fig. 5 respectively. It can be seen that load current changes with 
the change in microgrid power or vice versa, so the microgrid 
voltage also going to change accordingly. The controlled 
voltage approaches to its desired which is 124 volts from its 
measured value with the help of PI controller. 
 The voltage and power in the microgrid changes parallel 
as when there is a change in load current. It affects the power 
and then microgrid voltage will changes correspondingly. 
These changes in power can be noticed clearly in Fig.5. 
The controlled DC microgrid voltage with FL-PI for a 
complete day is shown in Fig.6. There voltage fluctuation in the 
DC microgrid decreases significantly with the fuzzy-PI 
controller. The smooth microgrid voltage is obtained near to its 
desired value.  







































































Fig. 6. FL-PI controlled voltage for a complete day in a designed microgrid  
The changes in PU power corresponding to the voltage  
fluctuation in the DC microgrid with fuzzy-PI controller and 
without controller is shown in Fig. 7. It is worth to notice from 
Fig. 5 and Fig. 7 that there is almost similar power graphs 
obtained in both cases, as it is multiplication of current and 
voltage. 
 
Fig. 7. FL-PI controlled power for change in voltage 
A more clear impression of simulated voltages obtained from 
PI and FL-PI is shown in Fig. 8. The values of controlled 
voltage obtained in case of PI takes values near to 123.94 V and 
in case of FL-PI the values are near about 123.58 V. The trend 
line associated with FL-PI in the plot showing a near zero 
standard deviation i.e. a compressed variance. However in case 
of PI, the variance is spread out i.e. the values. The statistical 
analysis showing that the microgrid voltage is more stable in 
case of FL-PI controller. The values of standard deviation (𝜎𝜎), 













= −∑                 (10) 
where 𝑡𝑡 is the time at different time instants of a typical day as 
t=00:00hrs, 3:30,………23:59, 𝑉𝑉𝑡𝑡  is the simulated volatge at 
time instant 𝑡𝑡 and 𝑉𝑉𝑡𝑡𝑚𝑚𝑟𝑟𝑡𝑡𝑡𝑡  is the mean of the simulated voltage 
at time instant 𝑡𝑡.  
 
Fig.8. Simulated voltages obtained from PI and FL-PI  
 
The obtained time response parameters of the PI and FL-PI 
controller can be found in Table IV. The FL-PI controller is 
much better than the PI controller. Rise time is slightly high in 
case of FL-PI controller. But the settling time and steady state 
error is significantly small in comparison to PI controller. It 
verifies that the controlled voltage of DC microgrid with FL-PI 
controller has less fluctuation than the PI controller. The peak 
time is also small. The overshoot is case of FL-PI is very less, 
In case of PI the peak voltage around 162 volts i.e. around 38 
volts more than the desired level however in case of FL-PI this 
value is nearly 140 volts i.e. 16 volts more than the desired level 
voltage. So the percentage overshoot is very less in case of FL-
PI controller in comparison to the PI controller.  
The proposed scheme avoids the drawback of the load sharing 
scheme or droop based control scheme with the utilization of 
the PI and FL-PI. Dynamic of the system has been improved. 
 
 
 TABLE I TIME RESPONSE OF THE DESIGNED CONTROLLERS FOR DC 
MICROGRID VOLTAGE  
Controller 
Type 











PI 0.0148 1.6091 0.326 0.47 0.9231 
FL-PI 0.0264 1.3609 0.132 0.41 0.2325 
V.  CONCLUSION 
The designed microgrid system is providing management 
between different sources viz. PU, PV, and BB. The energy is 
utilized to obtain the best performances of the energy sources. 
When there is left over energy after the demand, it is utilized to 
charge the battery. The BB is in use only when there is no 
source energy or less energy to fulfill the demand. So, the 
source efficiency is increased at an extent. The voltage 
controlling is tested with PI and FL-PI. Both controllers show 
fast and effective results, however the FL-PI leaves a good 
impact in the sense of performance parameters and good 
stability. Overall analysis of both the results is that FL-PI is 
superior and better for voltage stability of DC microgrid. The 
deviation from mean in case of PI is 10 times more than as in 
case of FL-PI i.e. showing more spread or variance. So FL-PI 
showing more stabilty.  
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